
ราคาและรายละเอียดสามารถเปลี่ยนแปลงได�โดยไม�ต�องแจ�งให�ทราบล�วงหน�า ราคายังไม�รวมภาษ�มูลค�าเพ��ม
Prices and technical details can be changed without notice. All prices exclude VAT.

Family

PRICELIST 2017PRODUCT

ตัวแทนจำหนาย

69/4 หมู 1 ถ.ศรีสมาน ต.บานใหม อ.ปากเกร็ด
จ.นนทบุรี 11120
Tel: 021-520-591-2 Mobile: 083-434-8882
   greenwayinnotech

ตาแมวอัจฉร�ยะ มี 2 รุ�นให�เลือก
•รุ�น PHV1325 เพ�ยงกดปุ�ม จะมองเห็นภาพภายนอก
ได�อย�างชัดเจน เพ�่อความปลอดภัยก�อนเป�ดประตู

ระบบบันทึกภาพทันที
เมื่อมีการเคลื่อนไหว

อุปกรณ�บันทึกภาพ
เพ�่อดูความคืบหน�า
ของโครงการก�อสร�าง

เพ��มความปลอดภัยให�กับ
ช�ว�ตและทรัพย�สิน

Construction
Camera

•รุ�น PHVMAC เพ��มระบบบันทึกภาพอัตโนมัติ
เมื่อมีคนอยู�หน�าประตู รู�ว�าใครมาหาถึงแม�ไม�อยู�บ�าน

Surveillance
Camera
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PHV132514

The Digital Door Viewer
ตาแมวพร�อมจอภาพ

Front Door Security Camera
(All-in-One) Motion Activated PeepHole Camera

PHVMAC14

ทราบได�ทันทีว�าใครมาเยือนหน�าประตู
เพ�่อความปลอดภัยก�อนเป�ดประตู แม�ไม�อยู�บ�าน ยังทราบว�าใครมาเยือน

หากมีคนมายืนหน�าประตู จะถ�ายภาพในทันที
ตาแมวพร�อมกล�องถ�ายภาพในตัว

รายละเอียดทางด�านเทคนิค
รุ�น PHV132514Speci�cation รุ�น PHVMAC14

PeepHole  Barrel
ขนาดสำหรับส�อง

14 mm.
14 มิลลิเมตร

Doors Thick
ความหนาของประตู

Fits any Door 40-69 mm. (1.57”-2.72”) Thick
ตั�งแต� 40-69 มิลลิเมตร (1.57-2.72 นิ�ว)

View Angle
มุมมองภาพ

Regular Mode 99˚ Zoom Mode 60˚ 
มุมปกติ 99 ํ มุมขยาย 60 ํ

Regular Mode 92˚ Zoom Mode 40˚ 
มุมปกติ 92 ํ มุมขยาย 40 ํ

Sensor
ระบบจับภาพ

1.3 Mega Pixel CMOS
ความละเอียด 1.3 ล�านพ�กเซล

0.3 Mega Pixel CMOS
ความละเอียด 0.3 ล�านพ�กเซล

LCD Screen
ขนาดจอภาพ

2.7” TFT
2.7 นิ�ว ภาพสีคมชัด

3” TFT
3 นิ�ว ภาพสีคมชัด

Storage
หน�วยเก็บความจำ : Micro SD Card

Supports up to 32GB (8GB Recommended)

ใช�ได�สูงสุด 32GB (แนะนำให�ใช�ขนาด 8GB)
-

ไม�สามารถใส�หน�วยความจำได�

Power Source
แหล�งพลังงาน

2AA Batteries (Approx 2000 Peeps)
แบตเตอร�่ AA 2 ก�อน (ประมาณ 2000 ครั�ง)

4AA Batteries (Approx 9000 Triggers)
แบตเตอร�่ AA 4 ก�อน (ประมาณ 9000 ครั�ง)

Size/inch (WxHxD)
ขนาด/มิลลิเมตร (กว�างxสูงxหนา)

5.7 x 3.5 x 1.2
146 x 90 x 30

3.39 x 6.16 x 1.32
87 x 158 x 34

Weight/lb. (Without Batteries)
น้ำหนัก/กรัม (ไม�รวมแบตเตอร�่)

0.35
160

0.36
170

(ราคารวมแบตเตอร�่)
5,000.00

(ราคาไม�รวม Micro SD Card)
10,000.00

ราคาต�อหน�วย (บาท)
PriceList (Baht)
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Surveillance
Camera

กล�องดูแลความปลอดภัย
 MAC200DN

สำหรับเฝ�าระวังเพ�่อความปลอดภัย APPLICATIONS สถานที่ที่ควรใช�

บาท18,000.00ราคาชุดละ
MAC200DN

และสำหรับรอบตัวบ�าน

Parking Lot Security
Hybrid : Time Lapse+Motion

Illegal Throw Away Watching
Motion Mode

Farm Security
Time Lapse Mode

ติดตั�งสะดวก ไม�ใช�ไฟฟ�า
Battery Powered Surveillance Camera

Specification รายละเอียดสินค�า

Time Lapse Zone
up to 320 ft

Motion Zone20 ft

Time Lapse Zone
up to 320 ft

The MAC200DN is a 2D-cell battery powered surveillance  
camera with motion activition option. Long capture life  
with no dependence on power, cables or wi-fi. Combine  
time lapse and motion capture for complete protection.

Motion Zone
20 ft

Camera
Model

LCD Screen

Waterproof

Capture Mode
Motion Activated 

Time Lapse

Hybrid

PIR Sensor
Detect distance

Detect Angle

Image Sensor
Type

Resolution

Pixel size

Sensitivity

Optics Lens
Aperture

Field of View

Focal Length

Focus Distance

Recording
Video

Format

Resolution

Memory Storage

Power
Power Source

Battery Life

External Power

Dimension
Size (DxWxH)

Weight

Color

Operation Temperature

MAC200DN

1.44” TFT LCD

IPX4

PIR Motion Detection 

Fixed Capture Rate  

Combine Time Lapse and Motion Activated Mode

6 m
100°

1/4” CMOS sensor

1.3 Mega pixel

2.8 µm

2500mV/lux-sec (Good low light quality)

F2.0

75°

28 mm (35 mm equivalent)

60 cm (Minimum)

Fast Playback Time Lapse Video

AVI

720P (1280x720)

SD Card (Supported up to 32GB)

2x D Cell Batteries

14 months* 

DC IN: 5V

106x110x78 mm (4.13”x4.29”x3.04”)

250 g (without batteries)

Black

-20°C to 50°C  (-4°F to 122°F)   

*Batteries last 14 months usage under time lapse mode.
(Time interval setting : 5 minutes.)

14 Months
Battery Life

แบตเตอร� ่ใช�ได�
นาน 14 เดือน*

•User manual
•Wall Mount

•Tree Strap •Rubber Strap

Package Contents

•MAC200DN

@Alex Chaffee

@Leonid Mamchenkov



4

Construction Camera
Long Term Project Recording!

BCC100 and BCC200

Construction Camera

Time Lapse Camera
(TLC200 f1.2)

Padlock
(not inculde)

Weather Resistant Housing
(ATH110)

Rubber Strap

Hook

BCC100 140 ํ Super Wide Angle View
อายุการใช�งานแบตเตอร�่ 2 เดือน* ดูความคืบหน�าของโครงการ 2 เดือนใน 2 นาที
*Scene: Daylight / Time Interval: 10 min

เช�น ดูการจัดงานแสดงแสงสี
ดูการเจร�ญเติบโตของผลไม�หร�อดอกไม�
ดูความเปลี่ยนแปลงของสภาพภูมิอากาศ

และสิ�งแวดล�อม

นอกจากใช�เพ�่อดูความคืบหน�า
ของการก�อสร�างแล�ว ยังใช�กับงานอื่นๆ ได�

Wire Free Tool Free Dust-Proof Weather
Resistant

บาท22,000.00ราคาชุดละ
BCC200

บาท14,000.00ราคาชุดละ
BCC100

Rubber
Strap

Rubber
Strap

BCC200
Professional Low-Light
Sensitivity



Brinno TLC120
New Wi-Fi HDR Time Lapse Camera
Experience the simplest time lapse camera, explore any project you
want to record. Capturing and sharing time lapse videos has never
been easier. Instant Time Lapse, Instant Sharing, Instant Fun.

HDR Time Lapse Video
With the HDR sensor helps
produce shots with high contrast

20 Days Battery Life
Worry-free about the battery life!

Amazing Night Shooting
Amazing low light quality with
4.2 µm pixel size sensor

IPX4 Splashproof
Enable you to use at indoor,
outdoor, sunny or rainy days!

Brinno Camera App
Capturing and sharing time lapse
videos has never been easier

Instant Sharing
Produces instant ready-to-watch
time lapse video

5

Wi-Fi HDR
Capture Your Time Lapse Rhythm!

TLC120

Brinno makes Time Lapse Easy! A whole new concept
for daily photo/video recording!
Turn it on and let it recording anything!

บาท19,000.00ราคาชุดละ
TLC120

Specification

IPX4

Model

Splashproof

Image Sensor

Optical Lens

Time Lapse Video

Scene

Memory Storage

White Balance

TLC120

1/3“ HDR Image Sensor

Dynamic Range 115 db

Pixel Size 4.2 μm

Low Distortion Fixed Aspherical Lens

Aperture: F2.0

Field of View: 112°
Focal Length 19 mm (35 mm equivalent)

AVI, 720P

SD Card (Supported up to 32 GB)

Daylight, Twilight, Night, Moon, Star

Auto, Day, Shade, Cloudy, Fluorescent Light (Cool),

Fluorescent Light (Warm), Tungsten Light

Custom Image

Time Interval

Power Source

Battery Life

Wireless

Brinno App

Camera Size

Camera Weight

Color

Package Contents

Exposure, Saturation, Contrast, Sharpness

ASAP: Capture 3~5 photos in 1 second (Daylight Scene)

Custom: Form 1 second to 24 hours

Li-Po Rechargeable Battery (1500mAh)

DC IN: 5V (Micro USB Connector)   

Android 4.4 / iOS 7.0 above

Wi-Fi (802.11 b/g/n), Bluetooth 4.0 (BLE)

60x60x33.5 mm

101 g

Black/Orange

8GB SD card, Micro USB cable, Quick guide

20 days with a 5 minutes time interval

PAINTING

SCENERY

CAMPING

GARDENING

ให�ความบันเทิงในรูปแบบใหม�

Camera

BRINNO
CAMERA APP



Wall Mount

AWM100

Shutter Line +
Self Portrait Mirror

ATS110

ATH110

BSC 18-55 BSC 24-70

TLC200Pro

Family
Easy To Create Your Time Lapse Video

Interchargeable Lenses for TLC200Pro

Weather Resistant Housing

Other Accessories for Time Lapse

Fun with Accessories

รหัสสินค�า ราคาชุดละ (บาท)

BSC 18-55 18,000.00
ATH110 2,800.00

รหัสสินค�า ราคาชุดละ (บาท)

BSC 24-70 10,000.00
ATH120 2,800.00

ATS110 2,600.00 AWM100 1,800.00

รหัสสินค�า ราคาชุดละ (บาท)

TLC200 Pro 17,000.00

รหัสสินค�า ราคาชุดละ (บาท)

TLC200 11,000.00

ผู�นำเข�าอย�างเป�นทางการ

ATH120

•Focal lenght : 18-55 mm
•Aperture : f1.2
•Dimension : Ø 45 x 55 mm
•Weight : 60 g

•Weather Resistant Housing for TLC200
•Dimension : 125(H)x89(W)x54(D) mm
•Material : PC, acrylic, and rubber
•Weight : 110 g
•Water resistant : IPX4

•Shutter Line/Cord for TLC
•Used to trigger TLC shutter without
introducing movement to the unit
•Dimension : WxLxD 3x3x11 cm (excluding cord)
•Cord Lenght : 3 ft. (91 cm)
•Weight : 59 g

•Size: 70x57x61 mm
•Weight : 59 g

•Weather Resistant Housing for TLC200Pro
•Dimension : 125(H)x89(W)x54(D) mm
•Material : PC, acrylic, and rubber
•Weight : 110 g
•Water resistant : IPX4

•Focal lenght : 24-70 mm
•Aperture : f1.4
•Dimension : Ø 32 x 40 mm
•Weight : 58 g

e-mail : info@leafpower.co.th

HDR Time Lapse
Camera

TLC200

HD Time Lapse
Camera

Camera
Model 
LCD Screen

Sensor
Type 
Dynamic Range
Resolution 
Pixel size  
Sensitivity 
Optics Lens
Field of View

TLC200Pro
1.44" TFT LCD

   
1/3" HDR sensor
115db
1.3 Mega pixel
 4.2 µm
3650mV/lux-sec (Ultra good low light quality)
   
112°

 

 

Recording
Time Lapse Video

Still Image

Memory Storage 

Power
Power Source

Dimension
Size (DxWxH)
Weight

   
Format: AVI    Resolution: 1280x720

Format: JPEG (only for using Shutter Line)
Resolution: 1280x720
SD Card (Supported up to 32 GB)

   
Battery: 4 AA Batteries
DC IN: 5V (Micro USB connector)

   
64x52x107 mm.
140 g (without batteries)

Camera
Model 
LCD Screen

Capture Mode
Time Lapse
Stop Motion
Motion Activated

Optics Lens
Field of View

TLC200
1.44" TFT LCD

   
Auto generate Time Lapse video
Optional (In use with Shutter Line  (ATS110))
Optional (In use with Motion Sensor (ATM100))

   
59°

 

 

Recording
Time Lapse Video

Still Image

Memory Storage 

Power
Power Source

Dimension
Size (DxWxH)
Weight

   
Format: AVI    Resolution: 1280x720, 640x480

Format: JPEG (only for using Shutter Line)
Resolution: 1280x720, 640x480
SD Card (Supported up to 32 GB)

   
Battery: 4 AA Batteries
DC IN: 5V (Micro USB connector)

   
64x46x106 mm
120 g (without batteries)


